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GAS EXTINGUISHING SYSTEMS

MX DESIGNMANAGER

� Product  �Application  +Advantages

MX DesignManager –
Module MX 1230

� MX DesignManager Module 
MX 1230 is a Minimax calculation 
program for fi re extinguishing sys-
tems using the extinguishing agent 
NovecTM 1230. The layout is prede-
fi ned in accordance with different 
guidelines and standards – avail-
able are VdS, ISO, EN or NFPA.

� The program determines the neces-
sary amount of extinguishing agent 
to be used from the project data 
entered. It provides the user with 
complete information in terms
of system components by means 
a hydraulic calculation of the pipe-
work and nozzle dimensioning.

� Complicated pipeworks can be 
calculated in one step, as it is not 
restricted by the number of pipe 
sections and nozzles. 

� MX DesignManager is a calculation
program available in a single 
module for planning, calculating 
and supplying fi re extinguishing 
systems with extinguishing agent 
NovecTM 1230 and – in future –
FM-200, argon, nitrogen and car-
bon dioxide.

� MX DesignManager Module MX 
1230 is the ideal software for plan-
ners and installers, who would like 
to simply calculate, project and 
supply fi re extinguishing systems 
with the extinguishing agent 
NovecTM 1230 without diffi culty 
using an easy-to-operate tool.  

+ Comfortable operation
The Windows-based set-up makes intui-
tive operation via keyboard and mouse 
possible for the user. The user is quickly 
and easily guided through the necessary 
input masks via the usual, clearly laid out 
software design. 
The prospectively integrated graphic link 
to CAD software will make it possible to 
simplify the system planning.

+ Ordering materials effortlessly 
Comprehensive program costing, includ-
ing a complete parts list, simplify ordering 
materials. In this way material usage can 
be planned both effi ciently and cost-
effectively, avoiding erroneous or incom-
plete orders.

+ Recognized performance
MX DesignManager Module MX 1230 
is widely recognized: It was tested 
and certifi ed by various independent 
certifi cation bodies (currently FM, UL and 
VNIIPO). VdS acceptance in the course of 
the installer approval is planned.
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5 steps from idea to order

Function

PB
21

C
e_

0
1

/0
4

.0
7

/5
/0

9
.1

0
/H

A
  

 P
ri

n
te

d
 in

 G
er

m
an

y

Minimax GmbH & Co. KG
Industriestrasse 10/12
23840 Bad Oldesloe
Germany
Phone +49 4531 803-0
Fax +49 4531 803-248
E-mail info@minimax.de
www.minimax.de

N
r.

 S
 8

9
2
01

Detailed information concerning the MX 1230 Fire Extinguishing System 
can be found in the appropriate technical data sheets.

This is how easy it is

The Minimax MX DesignManager Module 
MX 1230 calculation program is download-
ed, installed and activated after online 
registration using a license key. The pro-
gram is Windows-based so it can be oper-
ated intuitively using a keyboard and 
mouse. 
It is immediately ready for use given a 
basic knowledge of planning fi re extin-
guishing systems and the assistance of 
the MX 1230 design handbook.

Easy-to-use

The user specifi es basic settings, such as 
language and measurement units, which 
can be modifi ed at any time, and can 
immediately start with the data acquisition 
via different input masks. Clearly laid 
out in the form of registration cards, the 
necessary data for the quantity design 
is entered after the project base data, the 
container is selected and then the pipe-
work and nozzles are specifi ed. 

During data acquisition the program is 
already examining the values entered for 
plausibility and immediately warns the user 
with a pop-up upon entering false values. 

After the system calculation, the user is 
informed about signifi cant errors, which 
enables simple “re-adjustment” of the 
input. Following successful data acquisition 
the user is provided with a comprehensive 
program readout with the system-related 
data necessary for ordering, planning and 
installation – including a comprehensive 
parts list with order data in addition to the 
object, container, pipe and nozzle data.

Concentrated knowledge 
in a nutshell 

This Minimax calculation program is the 
result of theoretical calculations, supported 
by numerous fl ow tests with samples of 
different extinguishing system structures. 
Its calculation precision was certifi ed by UL 
and FM and a VdS acceptance in the course 
of installer recognition is planned. 

The calculation accuracy of the MX Design 
manager is particularly important for the 
user from the point of view of safety tech-
nology and economics:
The calculated fi re protection system is 
accurate, reliable and effective making 
additional safety surcharges unnecessary.

1. Enter project base data 

2.  Execute quantity 
design

3.  Determine
the
con tainer

4. Defi ne pipework

5. Select nozzles 
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